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SERVICE ALERT

ALERT: #GEN-06-306-01

DATE: Nov. 2", 2006

Subject: Pleasurecraft Engine Group OEM’s-U.S. Coast Guard Recall

Please see attached PDF for details of recall.

8 1 pleasurecraft recall_000.pdf

Brad Sanguinetti
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October, 2006

Re: Product Safety Recall — GM / Crusader Marine Engines 8.1L gasoline marine engines

Dear Boat Owner:

This letter is intended to notify you of an impertant safety recall campaign involving your boat
engine.

Our warranty registration records indicate that you own a boat equipped with a Crusader Engines
8.1L gasoline engine. Crusader Engines purchases the 8.1L base engine from General Motors
Corporation. General Motors has advised us that the Fuel Rail Pulse Dampener Retainer Clip
used on the identified engines was not heat treated and may fracture, resulting in inadequate
retention of the damper. This condition involves the fuel system, if the dampener comes locse, a
fuel leak may result which couid, under certain circumstances, cause a fire and/or explosion.
GM states that one fire has been reported in an engine block used in a motor vehicle. The
following serial number ranges are affected:

641146,

650062 through 651653,
660002 through 660739,
670007 through 670009.

Crusader Engines strongly recommends that the necessary modifications be scheduled and
made as soon as possible, to eliminate the possible unsafe condition. Please contact your dealer
as soon as possible to schedule an appointment for this important service. The clip replacement
is simple and should be completed within a short period of time. This repair can be made at your
dealer's location at no cost to you for parts or labor.

We believe this safety recall is necessary to insure you have the safest and most trouble-free
boating experience possible.

If you have any questions regarding this matter or your Crusader engine(s), please contact me at
1-888-527-8799.

At Crusader, your safety and satisfaction is our primary goal.

Sincerely,

T. J. Dellinger
Crusader Captain’s Club Concierge

1737 Highway 76 + P.O. Box 369, Little Mountain, SC 29075 * (803) 345-1337 - Fax (803) 345-3309 @




Pleasurecraft Engine Group

#SUPEG-1006-01 Service Update October, 2006

Coast Guard Safety Recall #060083T
8.1L Fuel Rail Pulse Dampener Clip Replacement

Engines Affected: 8.1L MPI

Serial Numbers Affected: 455152 through 455643, 465045 through 465072,
641146, 650062 through 651653, 660002 through 660739,
and 670007 through 670009

General Motors, the manufacturer of 8.1L base engines, recently notified Pleasurecraft Engine Group that GM Product Safety
Recall Bulletin #06080 applies to these engines. The attached bulletin provides the instructions for the replacement of the Fuel
Rail Pulse Dampener Retainer Clip.

Coast Guard Safety Recall #060083T addresses the issue of the General Motors reported defect, which relates to safety, and
exists in certain GM 2005-06 8.1L V8 (RPO L18 ) engines. Some of these engines have a condition in which the engine Fuel Rail
Pulse Damper Retainer Clip may fracture, resulting in inadequate retention of the damper. This condition involves the fuel system,
if the dampener comes loose, a fuel leak may result which could, under certain circumstances, cause a fire and/or explosion.

All registered owners of affected engines are being notified by Pleasurecraft Engine Group of the need to have the Fuel Rail Pulse
Dampener Retainer Clip replaced. When contacted by owners, dealers are required to perform this service at no cost to the
customer and to file a warranty claim as indicated, for direct reimbursement from Pleasurecraft Engine Group.

Federal law also requires dealers to replace defective Fuel Rail Pulse Dampener Retainer Clips with the heat treated clips on
unsold units prior {o retail sale.

CORRECTION
Dealers are to replace the engine Fuel Rail Pulse Dampener Retainer Clip, Part # R048115.

DANGER

To prevent a possible fire or explosion hazard, operate the engine compartment / bilge blower as recommended by the
boat manufacturer before starting this service procedure. If the engine compartment is not equipped with a blower,
open the engine cover or hatch before starting so as to disperse any gasoline fumes that may be present.

WARNING

When carrying out work on the fuel system make sure the engine is cold. A fuel spill onto a hot surface or electrical
components can cause a fire.

CAUTION

Relieve the fuel system pressure before servicing fuel system components in order to reduce the risk of fire and
personal injury. After relieving the system pressure, a small amount of fuel may be released when servicing the fuel
lines or connections. In order to reduce the chance of personal injury, cover the regulator and the fuel line fittings
with a shop towel before disconnecting. This will catch any fuel that may leak out. Place the towel in an approved
container when the disconnection is complete.

Published by Pleasurecraft Engine Group Training Services. Pleasurecraft's policy of continued impravement creates dated information and necessitates changes in pracedures, specifications
and methods used in trouble shooting and repair. In the event you have any questions regarding any of our products, the most up to date information may be obtained by contacting our
service department to insure that any published information in your possession has not been updated. The information in the publication is believed to be true and correct at the time of
publication. This publication is for informational purposes only and does not constitute a guarantee or warranty ar in any way change or modify the written warranty, which is attached to

PCM Products at the time of sale. The knowledge of this publication, the information revealed herein and/or the possession of this publication grants na license or authority to anyone

to perform any action ar make any statement or commitment, beyond the specific instructions stated herein, in behalf of or in the name of Pleasurecraft Engine Group. It is the sole
responsibility of those using the information contained herein, to follow industry standard and common sense safety procedures when using the information contained herein and those

using the information contained herein agree to defend and hold Pleasurecraft Engine Group harmiess in all cases where injury and/or damage may oceur during the use and/for application
of the information contained herein.




8. Clean any dirt from the fuel pressure dampener (i.e. damper) retainer (clip) and the surrounding area.

Note: Do not remove the fuel dampener from the fuel rail. If the dampener is removed the fuel
dampener O-ring must be replaced.

9. Push down on the fuel dampener and remove the fuel pressure dampener clip (1) and discard.

o WARNING

When installing the new Fuel Rail Pulse Dampener Clip,
ensure the clip is retained in the guide slots on BOTH
sides of the Pulse Dampener Housing. If both clip ends
are not in the guide slot, the Pulse Dampener may come
loose and a fuel leak may result which could, under
certain circumstances, cause a fire and/or explosion.

10. Push down on the fuel dampener and install the new fuel pressure dampener clip (1).
11. Connect the negative battery cable.

12. Use the following procedure to inspect for leaks. Follow these steps exactly as presented. DO NOT start the
engine until you are instructed to do so. You must verify there are no fuel leaks during the fuel pump priming
sequence before proceeding further.

12.1 Turn the ignition ON, with the engine OFF.

12.2 Observe that fuel pressure rises while the fuel pumps run.

12.3 Turn the ignition OFF for 10 seconds.

12.4 Turn the ignition ON, with the engine OFF.

12.5 Observe that fuel pressure is at WOT spec while fuel pumps run.

12.6 Inspect for fuel leaks.

12.7 Ensure the bleed hose on fuel pressure gauge is still in an approved container.
12.8 Open the valve on the fuel pressure gauge to bleed the system pressure.

12.9 Once the system pressure is completely relieved, disconnect the fuel pressure gauge from the fuel
pressure valve.

12.10 Drain any fuel remaining in the gauge into an approved container.

12.11 Remove the bleed hose on the fuel pressure gauge from the approved container.
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